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SAILING DIRECTIONS CORRECTIONS

PUB 194               8 Ed 2000                      LAST NM 30/02
Page 69—Lines 48 to 56/R; read:

0.0Depths—Limitations.—A dredged approach channel, at
the head of the fjord, leads 1.3 miles W and then 1.2 miles
WNW to the harbor. It has a dredged depth of 7m over a
bottom width of about 30m.

0.0A road bridge, with a vertical clearance of 40m, spans the
fjord, 0.5 mile E of the harbor.

0.0 A quay, 1,100m long, is located at the S side of the main
basin and a quay, 500m long, is located at the N side. Both
quays have a depth of 7m alongside. There are facilities for
general cargo, bulk, ro-ro, and tanker vessels. A pleasure
boat basin is situated at the NE end of the harbor. Vessels up
to 165m in length, 30m beam, and 6.8m draft can be accom-
modated.
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Page 71—Lines 35 to 56/L; read:
0.0Depths—Limitations.—The commercial port facilities

are described from E to W.
0.0Skanseoddehavn (Shell) provides two oil and chemical

berths. Quay No. 41 is 175m long, with the use of mooring
dolphins, and has a depth of 10m alongside. Quay No. 42 is
275m long, with the use of mooring dolphins, and has a
depth of 15m alongside.

0.0Kastelshavn has 520m of total quayage. It provides three
bulk berths with depths of 12m alongside.

0.0Old Harbor (Vaerfthavn) has 200m of total quayage at the
E side of the basin. It provides two bulk berths with depths of
5.6 to 7.5m alongside.

0.0Shipyard Harbor has 500m of total quayage at the W side
of the basin. It provides four berths, with depths of 5 to 6.5m
alongside, in addition to two floating docks and a drydock.
The largest floating dock is 227m long and 35m wide.

0.0Vesthavn, the main cargo basin, has about 800m of total
quayage and an entrance, 180m wide. It provides six berths,
including ro-ro and container facilities, with depths of 7 to
10m alongside.

0.0Oil Harbor consists of a T-head tanker berth, 275m long,
with a depth of 15m alongside.

0.0Center Harbor has about 300m of total quayge. It provides
two berths for general cargo, bulk, and containers with
depths of 15m alongside.

0.0Quay No. 23, a chemical tanker jetty, is situated in the
center of the basin. It provides a berth, 115m long, with a
depth of 7.5m alogside.

0.0Mollebugthavn, located in the W part of the port, has
about 700m of total quayage. It provides five berths, includ-
ing container and ro-ro facilities, with depths of 9 to 13.5m
alongside. An extensive pleasure craft basin is situated close
SW of the W end of Mollebugthavn.
0.0 Vessels up to 300m in length and 13.3m draft can be
accommodated within the port (entry from NE).
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